
DBM610
Airflow meter

FUNCTIONS

 
 

● 1020 x 1020 mm
● 720 x 720 mm
● 720 x 1320 mm
● 420 x 1520 mm

Supplied
with

Calibration 
certificate 후드형 풍량계

특징

교체형 후드 

풍량 측정 

휴대용 압력계로 사용 가능

● 측정 범위 : 40 ~ 3500m3/h

● 빠르고 간편한 후드 교체

● PC - 데이타 프로세싱 용 소프트웨어 (datalogger 10)

● 견고하고 가벼운 핸들

● 분리형 측정 모드 (휴대용 풍압/풍속계)

● 교체형 후드 (5가지 사이즈)

DBM 610 풍량계 - 기본 후드 사이즈 610 × 610mm(포함)

추가 4종류 후드 사이즈 선택 가능(옵션)

● 후드에서 본체 분리하여 휴대용 압력계(풍압계)로 사용 가능

- 피토튜브와 연결하여 덕트 내부 풍량 측정 

- 2개 실리콘튜브 이용 필터 전후단 차압 측정 

● 풍량, 온도 디스플레이

● 풍량 방향 자동 인식 (토출 / 흡입)

● 자동 평균, 포인트- 포인트 평균값 

● HOLD 기능

● 휴대용 압력계로 사용 가능

● PC - USB 포트 이용 데이타 프로세싱

● 여러 언어 지원

● 후드 지지대는 강화 유리섬유로 만들어져 후드를 견고하게 세울 수 있다. 

● 통풍구나 환기구에 정확하게 위치할 수 있도록 후드 끝부분이 투명 재질로 되어 있으며, 밀폐가 잘 되도록 실링처리 되어 있다.

● 48포인트의 정밀한 풍량 측정

● 측정 원리  :  차압 방식 

● 대기압 및 실시간 온도 보정 기능 



Instruments have 1-year guarantee for 
any manufacturing defect (return to our 
After-Sales Service required for 
appraisal).

WARRANTY

*All accuracies indicated in this document were stated in laboratory conditions and can be guaranteed for measurements carried out in the same conditions, or 
carried out with required compensation.

3% of the measurement ±10 m3/h

1 m3/h

● 

2% of the measurement ±0.1 °C
0.1°C

● 

● 

Thermocouple type K, J, T, S

0.1°C

● 

±0.2% of reading ±2Pa

ABS connectors, Ø  7 x 4 mm

12 keys
Electromagnetical compatibility (NF EN 61326-1 guideline)

Neutral gases

3600 g
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측정

측정 범위 

정밀도

분해능

측정 범위 

정밀도

분해능

측정 범위 

정밀도

분해능

측정 범위 

정밀도

분해능

40 ~ 3500 m3/h

0 ~ 50℃

-200 ~ +1300℃

-100 ~ +750℃

-200 ~ +400℃

0 ~ +1760℃

±1.1℃ 또는 ±0.4% of reading value

±0.8℃ 또는 ±0.4% of reading value

±0.5℃ 또는 ±0.4% of reading value

±1℃ 또는 ±0.4% of reading value

-2500 ~ +2500Pa

0.001 ~ 0.1Pa

K : 

J :

T :

S :  

K : 

J :

T :

S :

풍량

온도 (기본)

써머커플 온도 ( 압력계 용)

압력

제품 구성

calibration certificate

후드 (610 ×610 mm)

휴대용 케이스 

본체(압력계 포함)

피토튜브 : TPL-06-300

소프트웨어 SET 

사양

디스플레이 

컨넥터

하우징

키패드

안정성

전원

환경

사용 온도

보관 온도

자동꺼짐 설정

무게

언어

대형 그래픽 백라이트 LCD (86 × 51mm)

ABS, IP 54

4 알카라인 배터리 LR6

리튬-이온 3.7V 4400mhA 충전 배터리 (옵션)

0 ~ 60℃

-20 ~ +70℃

영어, 프랑스어

0 ~ 120분 중 선택
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